
TRANE PRODUCT LINE



Trane XV95
Å AFUE of 96.7 - 97 depending on size

Å Energy Star Qualified*
Å Two-Stage Gas Valve
Å Direct Drive, Variable Speed ECM Blower Motor

Å Variable Speed Inducer Motor to maintain       
efficiency across all stages of operation.

Å Heavy Gauge, Insulated Cabinet for extremely 

quiet operation
Å One-piece aluminized steel primary heat 

exchanger; stainless-steel secondary.

Å Comfort-R for enhanced comfort and efficiency



Trane XC95m
Å AFUE of 96 ς97.3 depending on size

Å Energy Star Qualified*
Å Fully Modulating Gas Valve
Å Direct Drive, Variable Speed ECM Blower Motor

Å Variable Speed Inducer Motor to maintain       
efficiency across all stages of operation.

Å Heavy Gauge, Insulated Cabinet for extremely 

quiet operation
Å One-piece aluminized steel primary heat 

exchanger; stainless-steel secondary.

Å Comfort-R for enhanced comfort and efficiency
Å Real-Time modulation when paired with a 

communicating Trane XL850 or XL950 control.

Å Remote-Diagnostic capability when paired with 
Trane XL850 or XL950 control.



Trane XC95m

ωModulation almost eliminates temperature swings 
when compared to a single or a two-stage furnace
ω·/фрƳΩǎ ǳƴƛǉǳŜ ƳƻŘǳƭŀǘƛƴƎ ŎƻƳƳǳƴƛŎŀǘƛƴƎ 
technology prevents temperature from overshooting 
the set temperature 
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Trane XT95

Å AFUE of 95.0

Å Single-Stage Gas Valve
Å Silicon-Nitride Igniter
Å Direct-Drive, Multi-Speed, High-Efficiency ECM 

Blower Motor.
Å Heavy Gauge, Insulated Cabinet for quiet 

operation

Å One-piece aluminized steel primary heat 
exchanger 

Å Stainless-Steel Secondary Heat Exchanger

Å Solid-Burner Door (quiet operation)



Trane XR95

Å AFUE of 95.0

Å Single-Stage Gas Valve
Å Direct Drive, Multi-Speed PSC Blower Motor
Å Heavy Gauge, Insulated Cabinet for quiet 

operation
Å One-piece aluminized steel primary heat 

exchanger; stainless steel secondary.

Å Humidifier and Electronic Air Cleaner hook-up 
capability

Å Mobile Home Approved

Å Solid-Burner Door (quiet operation)



Trane XV20i 
and XV18

Å Up to 22 SEER.

Å ClimatuffCompressor with 12 year compressor 
warranty.

Å Variable Speed compressor, fluctuating from 30%-

100% capacity in 0.1% increments = 700 stages of 
cooling! Extremely accurate comfort control.

Å Compressor Sound Enclosure for quiet operation

Å Sound Ratings down to 55Db!
Å Comfort-R mode approved for dehumidification
Å DuraTuffbase, fast complete drain, weatherproof

Å Spine Fin aluminum coil
Å ComfortLinkII fully communicating compatible 

with NexiaRemote Diagnostics.

Å Must be paired with communicating Trane 
indoor furnace / air handler.



Trane XV20i 
and XV18



Trane XL18i

Å Trane ClimatuffCompressor; Two-Stages for 
improved comfort/temperature control/efficiency.

Å 12 year Xli compressor warranty.

Å Comfort-R mode approved for dehumidification
Å DuraTuffbase, fast complete drain, weatherproof
Å Spine Fin aluminum coil

Å Quick-Sesscabinet, service access and refrigerant 
connections with full coil protection.

Å 18 SEER

Å Internal High and Low temperature protection
Å Corrosion resistant finish
Å Sound Ratings as low as 72Db



Trane XR17

Å Trane ClimatuffCompressor; Two-Stages for 
improved comfort/temperature control/efficiency.

Å Comfort-R mode approved for dehumidification

Å DuraTuffbase, fast complete drain, weatherproof
Å Spine Fin aluminum coil
Å Quick-Sesscabinet, service access and refrigerant 

connections with full coil protection.
Å 17 SEER but up to 18 SEER with approved Trane 

furnace combination

Å Internal High and Low temperature protection
Å Corrosion resistant finish
Å Sound Ratings as low as 72 Db.



Trane XL16i

Å Trane ClimatuffCompressor; Single Stage with Xli 
12 year compressor Warranty.

Å WeatherGuardII Protective top for quieter 

operation and improved weather protection.
Å Compressor Sound Enclosure for quiet operation
Å Comfort-R mode approved for dehumidification

Å DuraTuffbase, fast complete drain, weatherproof
Å Spine Fin aluminum coil
Å 16 SEER but up to 18 SEER with approved Trane 

furnace combination
Å Internal High and Low temperature protection
Å Corrosion resistant finish

Å Factory-Installed Start Kit for reduced amp
draw on start-up.



Trane XR16

Å Trane ClimatuffCompressor; Single Stage.
Å Compressor Sound Enclosure for quiet operation
Å Comfort-R mode approved for dehumidification

Å DuraTuffbase, fast complete drain, weatherproof
Å Spine Fin aluminum coil
Å Quick-Sesscabinet, service access and refrigerant 

connections with full coil protection.
Å 16 SEER but up to 17 SEER with approved Trane 

furnace combination

Å Internal High and Low temperature protection
Å Corrosion resistant finish
Å Potentially qualifies for $400 OPA grant as a 

standalone installation.



Trane XR13

Å Trane ClimatuffCompressor; Single Stage.
Å Comfort-R mode approved for dehumidification
Å DuraTuffbase, fast complete drain, weatherproof

Å Spine Fin aluminum coil
Å 13 SEER but up to 15 SEER with approved Trane 

furnace combination

Å Internal High and Low temperature protection
Å Corrosion resistant finish
Å Sound ratings as low as 71Db



Trane 
Ductless


